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CHROME OIL HOSE COVER KIT

GENERAL
Kit Number

37945-99 and 37946-99

Models

Kit 37945-99 fits 1999-2005 Dyna models. This kit will not fit
with the Premium Oil Cooler for Dyna models installed (Kit
62871-99A).

Kit 37946-99 fits 1999-2006 Touring models. (Does not fit with
Twin Cam 88 Premium Oil Cooler for Touring models Part
Number 62868-99 or Oil temperature Gauge, Part Number
75265-04 or 74513-04.)

Kit Contents

Table 1. Kit Contents

Part NumberDescription (Quantity)

Not Sold SeparatelyChrome oil hose cover

94311-91TCapscrew, socket head

Not Sold SeparatelyCapscrew, socket head

Not Sold SeparatelyWasher, plain (2)

INSTALLATION
1. See Figure 1. Remove the socket head socket screw (1)

(with captive washer) from transmission housing. Remove

the socket head screw (2) (with captive washer) from the
engine housing. Discard screws and washers.

2. Remove cover (3).

3. Place new chrome cover in position and install two new
socket head socket screws (with new captive washers) to
secure oil hose cover to transmission and engine housings.
Longer screw (2) goes to engine housing. Alternately
tighten screws to 84-108 in-lbs (9.5-12.2 Nm).
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1. Oil hose cover screw (transmission)
2. Oil hose cover screw (engine)
3. Oil hose cover

Figure 1. Oil Hose Cover Screws
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